





CUSTOMER SERVICE

The development and success of Co-sta are
closely linked to the ability to understand
and satisfy customer and market needs.
Selecting Co-sta as a supplier guarantees:

e expertise in project and production;

o efficiency, using resources at their best,
in the most rational way;

e customer support in each stage
of development, production, and delivery
processes;

e reliability, i.e., performance guaranteed
products;

o competitiveness in the correct balance
between performance and price;

e highest quality level, achieved through
an Iso 9002 certified Quality System, a strict
control and test structure, a never-ending
quest for improvement.

Co-sta know-how and industrial equipment
allow to plan and develop, working jointly
with the customer, the most innovative

and creative forms, personalizing the product.
Computer design workstations (using Tbm
Catia software including surface modelling)
and production lines are tailored to mass
production in the shortest time: speed

is essential in an industry that ticks at the
tune of the fashion world.

A test laboratory has been equipped

for verifying the physical and chemical
characteristics of every container,

and for checking the perfect correspondence
to customers’ requests.

Every Co-sta product is delivered with

a statement of full compliance with

the discipline of packages, containers, objects
to come into contact with alimentary
substances or for person’s use. The recyclability
and storage duration statements are also
supplied.

From above, computer three-dimensional image
of a new bottle. Examples of containers for cosmetics
use. Fine-tuning of a silk-screeningfilm.




HIGH QUALITY AND IMAC

Co-sta produces 300 million-plus bottles and containers with
capacity from 5 to 1,000 millilitres, with top image and

quality, as requested in the packaging of beauty and wellness
products for people, families, households.

Production lines are latest generation, optimised for high volume

output. Technologies used are:

€ blowing extrusion up to 3 layers (and more, on request) for
LDPE, HDPE, PP;

€ blowing injection , declined in PET blowing stretch injection
and blowing injection; HDPE, polypropylene and LDPE blowing

injection.
Production 84%
Technologies 1-3 layer blowing

Blowing Blowing stretch
injection injection



